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4 two-perh robile bridre wos sbosryved Jduring e leosdis
oporatlon of Soviet trcops in the .oviei Zon: of Gerians in
Larchh 1957, The bridosy sections, shich are presumably t¢ be
tighly lirked by means of strups,, are designed as followsy
Oppor and lower Loomeg consiut of T-sirders which, in the
form of frame-wori, arc congostod by weans o profils iron.
On the upper boow, only the %wo uppor eides of the Jirdors
are fittod a8 reails aad jeinasd L, géruts. No throush lining
ig aveailable. The bridpc=tuild devicu could be towed by
motor vehicles, since ecach Bridoo dection was fitted with en
axle with reguloar truck whoola,

‘o

Corment, A yiver-arossiny device us deneribed wbovs is
reported tor tho first tire. Yo corront con he nads since
detatled tochnical doto arc wob yat availebloe.

‘\‘hree sketches {aone sheet)of the . 25X1
vridge - wmilding seciicns, as follows: a. side view, b, top view,
¢. mippesed appearance nf tw: sectiong joined together to form a
bridge. -
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A iwo-part mobile bridge was observed during a loading
opcration of Soviet troops in the Soviet Zong of Germany in
Larch 1957. The bridge sections, which are Presumably to be
tighfly linked by means of straps, are designed as followss
Upper and lower booms consist of T-girders which, in the
form of frame-work, arc connected by means of profile irom.
On the upper boom, only the two upper sides of the girders
are fitted as rails and joined by struts. No through lining
is available. The bridge building device could be towed by
motor wehicles, since each bridge section was fitted with an
axle with regular truck whools.

A river-orossing device as deseribed above is
reported for thoe first time. No commont can be made since
detailed tochnical data arc not yet available,
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